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特點

• 使用六組40KHz收發一體傳感器，其中1路固定每秒16Hz頻率做偵測且可選擇與氣壓計整合，偵測距離0 ~ 5 m。另外
五路偵測距離0 ~ 2m，可讓使用者指定偵測頻率3.2-16Hz （詳細請參考內部章節「軟件設置和操作」）

• 融合溫度傳感器，偵測時減少溫度的影響。
• I2C / UART Interface
• 2.6-3.6V Supply
• 組裝容易、設計階段所需工程資源少

應用

• 無人機，微型飛機和直升機
• 液位測量
• 接近檢測
• 機器人測距
• 自主導航
• 距離測量

16mm探頭SUGCS 

10mm探頭SUA7B

優勢

• 受到震動影響小，如馬達
• 使用者可自行設定使用探頭數量與分配頻率，
• 可自行設定靈敏度與盲區偵測
• 內建數據融合功能可以修正⼤部分的錯誤數據
• 可融合如氣壓計等其他傳感器，適⽤於不同⾼度場合，如地板、雜亂桌⾯

超聲波傳感器系統模組
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SUD01是高度整合的感測器系統模組及六組探頭，內涵校正技術，可大大的節省設計時間。 SUD01包含PCBA 與六組
收發一體開放式超聲波感測器，精準度的偵測距離為15-300cm（誤差1cm）, 最大測量距離可至500cm 。 輸出介面為
I2C與UART，應用電源為3.3V。

產品介紹
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Parameter Specifications

Input Recommended Supply Voltage 2.6 – 3.6 V

Sensor Operating Frequency 一組：16Hz
其餘五組：共享16Hz

Environment Transmission Medium Air

PCB Form Factor(LxM) 20mm x 20mm

Parameter

Function Unit 收發一體

中心頻率 KHz 40±1

聲壓 dB ≥118

靈敏度 dB ≥-68

波束角度 ° 50±5

最大電壓 Vp 150

10mm主探頭規格表

Parameter

Function Unit 收發一體

中心頻率 KHz 40±1

聲壓 dB ≥108

靈敏度 dB ≥-65

波束角度 ° 75±10

最大電壓 Vp 100

16mm主探頭規格表

規格表
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Wiring Diagram

• Module Length/Width: 27mm×27mm 
• Module Height: 11mm
• Module Weight: 3.0g
• Plated Half Holes Pad Pitch: 2.54mm
• Plated Half Holes Pad Size: 1.3mm×1.5mm
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引腳說明

Pin# Name Type Description 
1 U_DP Analog Positive Ultrasonic Transducer Contact (Down) 

2 U_DN Analog Negative Ultrasonic Transducer Contact (Down) 

3 TXP_F Analog Positive Ultrasonic Transducer Contact (Front) 

4 TXN_F Analog Negative Ultrasonic Transducer Contact (Front) 

5 TXP_U Analog Positive Ultrasonic Transducer Contact (Up) 

6 TXN_U Analog Negative Ultrasonic Transducer Contact (Up) 

7 VCC_3.3V Supply DC 3.3V for Test 

8 SCL_MST I/O I2C Master SCL 

9 SDA_MST I/O I2C Master SDA 

10 TXD I/O UART TXD 

11 RXD I/O UART RXD 

12 VCC_50V Supply DC 50V for Test 

13 SCL_SLV I/O I2C Slave SCL 

14 SDA_SLV I/O I2C Slave SDA 

15 GND Ground Inner Ground 

16 VCC_5V Supply DC 5V for Test 

17 EXT_GND Ground Ground for Module 

18 VCC_BAT Supply Battery Power Supply for Module 

19 TXP_R Analog Positive Ultrasonic Transducer Contact (Right) 

20 TXN_R Analog Negative Ultrasonic Transducer Contact (Right) 

21 TXP_L Analog Positive Ultrasonic Transducer Contact (Left) 

22 TXN_L Analog Negative Ultrasonic Transducer Contact (Left) 

23 TXP_T Analog Positive Ultrasonic Transducer Contact (Tail) 

24 TXN_T Analog Negative Ultrasonic Transducer Contact (Tail) 

用戶主控

I2C / UART

GND

VDD
SUD01

連接線路示例


